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CCT

THREE CCT
OPTIONS

ON/OFF
PHOTOCELL

W

FOUR 
WATTAGES

20W-80W 
Knuckle & Yoke 
Mount Included 
in Box

150W-500W 
Slipf itter & Trunnion 

Mount Included  
in Box



Specifications are subject to change without notice.
Installation must be performed in accordance with 
Barron Lighting Group installation instructions.

7885 North Glen Harbor Blvd
Glendale, Arizona 85307
800.533.3948
barronltg.com10840535

ORDERING INFORMATION FXL-20 to FLX-80 (Example: FXL-35-VS-CP-BR)

Series Wattage Input Voltage CCT & Power Control Finish
FXL 20 = 5W-10W-15W-20W VS = 120-277VAC CP = Color & Power Switchable BR = Bronze

35 = 15W-25W-30W-35W
80 = 50W-60W-70W-80W

ORDERING INFORMATION FXL-150 to FLX-500 (Example: FXL-320-VS-CP-BR)

Series Wattage Input Voltage CCT & Power Control Finish
FXL 150 = 80W-100W-125W-150W VS = 120-277VAC CP = Color & Power Switchable BR = Bronze

250 = 160W-190W-220W-250W
320 = 200W-240W-280W-320W Accessories1 (Field installed, order as separate line item)
500 = 380W-420W-460W-500W FXL-YK-150 = Yoke Mount for 150W

FXL-YK-250/320 = Yoke Mount for 250W/320W
FXL-YK-500 = Yoke Mount for 500W

Notes
1 Order as separate line item - Shipped in separate box for final installation in the field LiteLogic Accessories1 (Field Installed - Order As Separate Line Item)
2 For use with 250W, 320W, and 500W units only TLPR2 = 120-277VAC 3-Pin Twist Lock Photocontrol

FXL-20,  FLX-35  &  FXL-80
Kn u c k l e  a n d  Yo ke  M o u n t s  I n c l u d e d

FXL-150,  FLX-250,  FXL-320  &  FXL-500
S l i p f i t te r  a n d  Tr u n n i o n  M o u n t s  I n c l u d e d

FXL Series
UNIVERSAL SWITCHABLE FLOODLIGHTS

DELIVERS POWERFUL, ENERGY-EFFICIENT ILLUMINATION 
WITH ENHANCED FLEXIBILITY.


