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Growlite’s FPV offers incredible performance in an 
energy-efficient, slim profile package ideal for clone 
racks and small veg rooms. It includes 0-10V dim-
ming standard, and is equipped with a 10’ 120VAC 
line cord.

 

FEATURES
• Ideal for clone racks and small veg rooms

• Precision die-formed aluminum housing

• Low-profile design easily fits standard clone racks

• White polyester powder coated finish

• Suitable for Damp Locations

FLAT PANEL VEG
40 & 68 WATTS
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FPV14 11.9” 47.8” 2.0” 0.5”

FPV22 23.7” 23.7” 2.0” 0.5”

FPV24 23.7” 47.8” 2.0” 0.5”

Dimensions:  FPV14 - L 47.8” x W 11.9” x H 2.0” 
                       FPV22 - L 23.7” x W 23.7” x H 2.0” 
                       FPV24 - L 47.8” x W 23.7” x H 2.0”

Packaged Weight:      Installed Weight:  
FPV14 - 9 lbs / 4.1 kgs      7.25 lbs / 3.3 kgs 
FPV22 - 9.5 lbs / 4.3 kgs      7.5 lbs / 3.4 kgs 
FPV24 - 18 lbs / 8.2 kgs          15.5 lbs / 7.0 kgs 
 

Item No. FPV14 / FPV22 / FPV24

SPECS
• 120VAC, 50-60Hz

• Dimmable 0-10VDC

• FPV14 40W

• FPV22 40W

• FPV24 68W

• Includes 10’ 120VAC line cord

• ETL Listed for Damp Locations

• Operating Temperature: -25°C to 
45°C (-13°F to 113°F)

• Five (5) year warranty
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