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BY§ARRON LIGHTING GROUP

Project:

Type:

Comments:
Prepared by:

PERFORMANCE

1 20"2 7 7 VA c | Input Frequency: 50/60Hz
E '. E c TR ON , c Ambient operating temperature (TA): -40°C to 50°C
SWITCHABLE BALLAST Crest Factor (CF): <15

Power Factor (PF): >0.99
’_-E A-,-U R ES Total Harmonic Distortion (THD): <10%
Current draw: 8.6AW @ 120VAC, 4.1A @ 240VAC, 3.8A @ 277VAC
* FAT. Frequency Adapting Technology fires ALL single-
ended (SE) and double-ended (DE) lamps including high-

frequency DE lamps D’MENS,ONS

MH/HPS switchable up to 1000W
Generator ready | g Y

Delayed ignition stabilizes start-up loads and extends
lamp life

Four (4) switchable wattage settings (400W SE, 600W SE,
1000w SE, 1000W DE)

120/208/240/277VAC voltage sensing input :
Standard S-Type lamp connector D‘—“f

LED status/wattage indicators

Built-in fan for cooling w
6’ 120VAC power cord provided
UL Listed for damp location

Three (3) year warranty

PROTECTIONS

 Short circuit * Open circuit

Dimensions: L 152" xW 44" xH 2.8”

. . e Packaged Weight: Installed Weight:
« Ignition fail e End of L. Life (EOL]
gnition failure < End of Lamp Life (EOL) 7.4 1bs / 3.3 kgs 6.6 Ibs / 3.0 kgs
¢ Overheat ¢ Soft-start
PO AL L EE A s item No. GLB-1000-DE-120/277

Fan failure
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*Lamps and reflectors sold separately Specifications are subject to change without notice.
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