
LDL200
Trace-Lite’s loading dock  

 LED lighting solution.
  2386 Lumens at 23W Power
  DLC Qualified
 IP65 Rugged Housing



MKT-LIT-LDL200 10840249 01/18

Please visit our website for the latest information.
800.533.3948 • www.barronltg.com

The LDL200 is Trace-Lite’s solution for energy-efficient, low 
maintenance loading dock lighting. This rugged LED lighting 
fixture is designed with high performance Philips® LumiLed 
LED chips and precisely engineered UV-resistant optics. It has 
a narrow beam distribution that provides optimal brightness 
through the entire length of a trailer. The LDL200 fixture is IP65 
Rated for outdoor use (optional mounting arm is damp location 
rated) and is available in an industrial safety yellow finish.

Key Features
• Rugged die-cast aluminum housing
• Chip- and fade-resistant industrial yellow powder coated finish  
for high visibility

• Optional 42” mounting arm
• Two (2) hinged points for optimal positioning
• On/Off rocker switch
• Pre-wired arm with 6’ cord in a NEMA 6-15P plug

• Industrial UV-stabilized PMMA optics for precise beam control
• 11° narrow beam distribution
• Phillips® LumiLED LEDs
• 4000K CCT
• 23W unit providing 2386 lumens
• -30°C to 40°C operating temperature range
• 120-277VAC, 50/60 Hz, non-dimming (fixture only)
• 120VAC, non-dimming when installed on arm
• L70 rated for 54,000 hours
• UL Listed
• IP65 Rated (fixture only); arm assembly is damp location rated
• Five (5) year warranty

Ordering Information
Model Description Accessories1 (Field Installed)
LDL200-4K LED Dock Light, 23W, 4000K, Yellow finish LDL-A42 = 42” Arm

Notes
1  Order as separate line item. 
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Specs At A Glance
Wattage (W) 23

CCT 4000K

Lumens (lm) 2386

Efficacy (LPW) 100

CRI ≥60

Equivalency 100W HID

Optics 11° Narrow beam distribution

Input Voltage 120-277VAC (fixture only), 120VAC (arm)

Warranty 5 Years

Certifications UL Listed, DLC Qualified, IP65 Rated (fixture only)

Ambient Temp -30°C to 40°C (-22°F to 104°F)


