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LP Series
LED FLAT PANELS

Key Features
• Precision die-formed aluminum housing
• Recessed design fits most standard t-bar grid ceilings
• Unit simply lifts through grid ceiling and rests on t-bars
• Up to 81,000 hour rated lamp life with 70% lumen 

maintenance
• Includes 0-10V dimming standard
• High performance isolated driver features  

over-voltage, over-current and short-circuit (with auto 
recovery protection)

• Base plate easily attaches to a 3” or 4” J-Box
• Easy installation in new construction or retrofit
• Several accessories are available such as Surface Mount 

Kits, Chain Mount Kits and Battery Pack Mounting Bracket
• Field installable battery packs available for emergency 

egress lighting
• Suitable for damp locations

Applications
Trace-Lite’s LP Series offers incredible performance in an 
energy-efficient, slim profile package. It is ideal for office 
spaces, schools, hospitals and any indoor location that 
requires even illumination and lower maintenance costs. 
It is compatible with most standard t-bar grid ceilings, 
includes 0-10V dimming standard, and can also provide 
path of egress emergency lighting (LBD). 

Ordering Information
Example: LP22-40-5K
Series Fixture Wattage Color Temperature (CCT) Accessories8 (Field Installed)
LP14 = 1' x 4' Ultra-thin LED Panel LP14 3K - 3000 Kelvin LP14-SMK = Surface Mount Kit
LP22 = 2' x 2' Ultra-thin LED Panel 402 = 40 Watts 35K - 3500 Kelvin LP22-SMK = Surface Mount Kit
LP24 = 2’ x 4’ Ultra-thin LED Panel LP22 4K - 4000 Kelvin LP24-SMK = Surface Mount Kit

321 = 32 Watts 5K - 5000 Kelvin LP14-FMK = Flange Mount Kit
Notes 402 = 40 Watts LP22-FMK = Flange Mount Kit
1 L70 @ 81,000hrs LP24 LP24-FMK = Flange Mount Kit
2 L70 @ 56,000hrs 361 = 36 Watts LP-EMBKT4 = LBD Mounting Bracket
3 L70 @ 63,000hrs 473 = 47 Watts LP-CMK5,6 = Chain Mount Kit
4 Not available on the LP14 683 = 68 Watts LBD-5-NC-CW-C7 = 5 Watt Battery Pack for Emergency Egress
5 Only available for use with LP22-SMK LBD-7-NC-CW-C7 = 7 Watt Battery Pack for Emergency Egress
6 Not available for LP14 and LP24 LBD-10-NC-CW-C7 = 10 Watt Battery Pack for Emergency Egress
7 Not compatible with LP22-SMK and LP24-SMK LBD-13-NC-CW-C7 = 13 Watt Battery Pack for Emergency Egress
8 Order as separate line item LBD-17-NC-CW-C7 = 17 Watt Battery Pack for Emergency Egress


